PARTS: 1 310-0958, 1 310-0959, 1 310-0960, 1 310-0961, 1 310-1617, 1 310-1618, 1 310-1740, 1 310-1741, 1 310-1774, 1 310-1775, 1 310-1779, 1 310-1780

INSTALLATION GUIDE

FITMENT:
1999-19 HARLEY-DAVIDSON
FL TOURING AND FL LO PRO TOURING MODELS

WARNING: Legend Suspensions™ assumes no responsibility for damage or injuries which may result from the use or installation of its products, whether or not properly installed or used. Installing a Legend Suspensions system may decrease initial ground clearance when in lowered position. The motorcycle will be lower to the ground and care should be taken to avoid bottoming out, especially over bumps or in turns. To maintain proper balanced geometry, we recommend riding in the stock height position.

WARRANTY

All Legend Suspensions™ parts are guaranteed to the original purchaser to be free of manufacturing defects and workmanship. Merchandise that fails to conform to these conditions will be repaired or replaced at Legend Suspensions™ option if the parts are returned to us by the purchaser. Warranty coverage is limited lifetime.

In the event warranty service is required, the original purchaser must call or e-mail Legend Suspensions™ immediately with the problem. Some problems can be rectified by a telephone call and need no further course of action.

A part that is suspect of being defective must not be replaced by a Dealer without prior authorization from Legend Suspensions™. If it is deemed necessary for Legend Suspensions™ to make an evaluation to determine whether the part was defective, a return authorization number must be obtained from Legend Suspensions™. The part must be packaged properly so as to not cause further damage and be returned prepaid to Legend Suspensions™ with a copy of the original invoice of purchase. If after an evaluation has been made by Legend Suspensions™ and the part was found to be defective, repair will be made at Legend Suspensions™ discretion.

ADDITIONAL WARRANTY PROVISIONS

(1) Legend Suspensions™ shall have no obligation in the event a Legend Suspension™ part is modified by any other person or organization.

(2) Legend Suspensions™ shall have no obligation if a Legend Suspension™ part becomes defective in whole or in part as a result of improper installation, improper maintenance, improper use, abnormal operation, or any other misuse or mistreatment of the part.

(3) Legend Suspensions™ shall not be liable for any consequential or incidental damages resulting from the failure of a Legend Suspension™ part, the breach of any warranties, the failure to deliver, delay in delivery in non-conforming condition, or for any other breach of contract or duty between Legend Suspensions™ and a customer.

(4) Legend Suspensions™ shall have no warranty or liability obligation if a Legend Suspension™ part is used in any other application. Vehicles used in competition or off road are exempt from all warranties.

(5) All warranty items will require the original purchase invoice.

(6) Legend Suspensions™ shall have no warranty or liability obligation to cover workshop labor charges incurred to install or remove suspension system or individual components.

(7) Electrical components have a one year manufacturers warranty from the original invoice date or installation.

(8) Limited lifetime warranty is further defined as the lifetime of specific product line.

(9) Customer is liable for shipping charges to and from Legend Suspensions™ for warranty repairs or replacement parts.

For customer service e-mail service@legendsuspensions.com
**Properly Support Your Motorcycle Prior To Suspension Installation!**

**Warning:**
Before purchasing or attempting to install shocks that are different than the OEM length confirm that your wheel travel can be altered without causing clearance issues such as, swing arm/axle to exhaust contact as well as chain/belt guard or tire contact.

**STEP ONE: INSTALL SHOCKS**
A. With motorcycle properly supported on jack, remove the stock shocks.
B. Apply blue thread locker to the fasteners and install your ReVo shocks as shown in Figure A. Mount with circlip facing out, and silver label facing in.

**STEP TWO: SET SAG**
A. Note purchased shock length: 12", 13" or 14"
B. Sit rider on the bike (with riding gear on or load or passenger you intend on carrying). Measure from center to center on the mounting bolts. (Figure B)
C. To adjust sag, remove rider(s) from the bike. Tighten spring by hand for less sag or loosen spring to increase sag. Adjust each side equally. (Figure C)

<table>
<thead>
<tr>
<th>Shock Length</th>
<th>Proper Sag Measurement</th>
</tr>
</thead>
<tbody>
<tr>
<td>12&quot;</td>
<td>1.5&quot;</td>
</tr>
<tr>
<td>13&quot;</td>
<td>1.2&quot;</td>
</tr>
<tr>
<td>14&quot;</td>
<td>1.3&quot;</td>
</tr>
</tbody>
</table>

**STEP THREE: REBOUND DAMPING**
A. Rebound damping controls the speed at which the shock absorber extends after being compressed. Use setting 3. Go test ride. Stop, adjust both sides + or - one increment. Run the same route again. Repeat until preferred setting is found. Lower # setting for softer, more compliant ride quality, higher # setting for more sport/performance feel.

**Fine Tune Rebound Damping:**
For Legend Air-A and ReVo-A Models
Machined recess below rebound adjuster indicates rebound setting:
- Setting 1: Provides lowest level of rebound damping, also softens shock slightly during compression.
- Setting 2: Provides intermediate level of rebound damping. Important most commonly used setting.
- Setting 3: Provides highest level of rebound damping, also stiffens shock slightly during compression.