
 INSTALLATION INSTRUCTIONS

ATTENTION INSTALLER (if other than owner): Please for-
ward this Instruction Sheet to the purchaser of this product.  
These instructions contain valuable information necessary to 
the end user.

INTRODUCTION: These instructions describe the procedure 
for properly installing the Python Mamba Slash-Cut Slip-On 
Muffl ers on 07-10 Softail models.

Review instructions carefully before beginning, as they con-
tain important information.  Please retain for future reference.

Particularly important information is distinguished in these 
instructions by the following notations:

NOTE:  A NOTE: Provides key information to make 
procedures easier or clearer.

CAUTION: A CAUTION: Indicates special procedures that 
must be followed to avoid damage to the motorcycle and/or 
accessories.

WARNING!: A WARNING!: Indicates special procedures that 
must be followed to avoid injury to a motorcycle operator or 
person inspecting or repairing the motorcycle.
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PROCEDURE:

STOCK EXHAUST SYSTEM REMOVAL

1.  Loosen heat shield clamps on both the front and rear exhaust 
pipes to allow for easier access to the exhaust fl ange nuts.

2.  Loose the clamps and then remove the 1/4”-20 stock bolts 
holding the muffl ers onto the head pipes.

3.  Loosen, but do not remove, the exhaust fl ange nuts 
(two for each cylinder) from each fl ange located at the 
cylinder head.

4.  Loosen the hex head fl ange bolts holding the muffl er to the 
crossover bar. This will aid in alignment during installation.

5.  Remove the stock muffl ers and exhaust clamps from the 
nose of each muffl er (these will be re-used when installing 
the new muffl ers). Be sure the T-bolt does not twist out of the 
groove during re-installation and tightening. This could allow 
the clamp to loosen with use. 

TOOLS REQUIRED:
Flat Blade Screwdriver
5/16” Nut Driver
7/16”, 1/2” Combination Wrench
3/8” Drive Ratchet
9” Extension
3/8”, 7/16”, 1/2” and 9/16” Sockets

PYTHON EXHAUST SYSTEM INSTALLATION

1.  Remove muffl ers from their protective packaging and place 
them on a non-abrasive surface such as a blanket, towel 
or carpet.

2.  Carefully lay muffl er assembly into the heat shield and 
loosely install supplied hose clamps by feeding the tail end of 
the clamps into the heat shield clips. Note the direction of the 
clamp heads; they must be accessible for adjustment when 
system is installed. Insert the hose clamps so the heads 
face down.  

 

3.  Slide a nut plate inside the bracket that is welded to each 
of the muffl er bodies. Using the supplied 5/16” x 5/8” fl ange 
head bolts, attach the mounting brackets (stamped 458-P) 
to the muffl er bodies. Leave them loose at this time. 

 



 INSTALLATION INSTRUCTIONS

 3501 Kennedy Rd, PO Box 5222, Janesville, WI 53547-5222
P/N1801-0378NEW 3/2010 Page 2 of 2

 DRAG SPECIALTIES 
MAMBA SLIP-ON MUFFLERS

P/N 1801-0378
4.  Slide stock exhaust clamps onto the nose of each 

muffl er body. 

NOTE: Orient the clamp in a way that you can access the nut 
during installation.

5. Slide muffl ers onto the head pipes.
6.  Using 5/16” x 3/4” hex head bolts, washers and nuts (supplied), 

attach the muffl er brackets to the stock mounting pad. 

NOTE: Leave them loose at this time.
 

7.  Tighten exhaust fl ange nuts on both the front and 
rear cylinders.

8.  Align muffl er and bracket so they sit level. Tighten the muffl er 
mounting bolts, then tighten the bracket mounting bolts.

9.  Tighten the clamp holding the muffl er onto the head pipe.
10.  Align your slash cut heat shield. With the heat shield 

oriented correctly, the Python logo should be positioned at 
two o’clock when viewed from the rear. Tighten heat 
shield clamps.

11.  Check for adequate clearance between all exhaust system 
components and accessories prone to heat damage.

12.  After installation and before starting motorcycle, completely 
clean pipes and muffl ers with cleaning solvent and a clean, 
soft cloth that will not leave a residue.

13.  Be sure to check and tighten all hardware before starting 
your motorcycle.

CAUTION: Any residue, oil or fi ngerprints will stain the chrome 
when the metal heats up.

1.  When installing a new set of chrome pipes, make sure your 
hands are clean and free of oil. After installation, thoroughly 
clean pipes with a soft cloth and cleaning solvent that will 
leave no residue (chrome wax/polish, glass cleaner, alcohol, 
ammonia, etc.) before starting the motorcycle.

2.  Avoid long periods of idling as this can cause discoloration.
3.  Intake leaks can cause the engine to run lean and overheat; 

this could lead to discoloration.
4.  Make sure there are no exhaust leaks at the junction of the 

exhaust pipes and cylinder head. We recommend replacing 
gaskets if they are worn.

PLEASE NOTE:
Every effort is made for Python Exhaust Systems to provide 
improved cornering clearance. However, due to design and 
space limitations on some motorcycle models, ground and 
cornering clearance may not be improved and in some 
cases may be reduced. Be sure to follow proper 
installation instructions.

WARNING!: Before operating motorcycle, be sure all hardware 
is tight.

HARDWARE LIST:

PARTS NOT SHOWN:

458-P  Bracket   x 2
P540RC  Muffl er Assembly  x 2
P544HC  Front Heat Shield  x 1
P540HC  Rear Heat Shield  x 1

5/16” x 5/8” 
Flange Head Bolt x 4

Nutplate x 2
(1.81 - 2.75”)

5/16” x 3/4” 
Hex Head Bolt x 4

5/16” Flat Washer x 8

5/16” Lock Nut x 4

#36 Hose Clamp x 4

ALIGN SLASH CUT 
HEAT SHIELD


